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The above technical information is presented based on the average laboratory tests and can not be used as binding technical data for design 

purposes, they should not be used as a basis for granting the guarantee. The user is fully responsible for the decision to use the product and for its 

installation. Before using it is recommended to analyse the product features considering the type of combined materials, the state of its surface 

and application conditions. 
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TECHNICAL CHARACTERISTICS                          

 

Carrier                                                            PVC foil 

Adhesive                                      rubber 

Color                                                                           white, black, green, brown, gray, red, 

yellow 

 

TECHNICAL PROPERTIES                                          

 

Total thickness                                                                  0,13 ± 0,01 [mm]  

Adhesion  4,8 [N/19mm] 

Tensile strength 18 [N/cm] 

Elongation at break  200 [%] 

Temperature resistance 80 [°C] 

Break down voltage 5,5 [kV] 

Shelf life at temperature between 0 and 80ºC 

and  relative humidity 50% 

 

12 months 

 

SIZE 

 

Length                                                           20 [m] 

Width                                                                           19 [mm] 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

           

           PROPERTIES 

         - flame retardant 

         - chemical resistance  

         - good mechanical and electrical properties 

         - high tensile strength 

 

 
  3760 PVC ELECTRICAL TAPE  
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